
L A S E R  P R I N T E R

Supra Z24TM

Laser printer with continuous forms advantage

• Bilingual Arabic / Latin high speed laser printing

• Includes a universal user programmable transparent

   Arabization layer

• Contains multiple Arabic fonts

• Highly reliable for heavy-duty operations



Supra Z24
TM

T E C H N I C A L  S P E C I F I C A T I O N S

SPEED (CONTINUOUS FORM)

Up to 24ppm (8.5"x11" A4 page)

GENERAL FEATURES

Technology: Laser/Heat Pressure

Duty Cycle (PP Month): 50,000

Warm Up: Less than 90 seconds

Toner: 8K pages/bottle at 5% print density

Memory: 32 up to 64MB

Resolution: 300x300 dpi

PAPER / PRINT MEDIA

Continuous Form: 1 Part, tractor fed

Min/Max Form Width: 4" to 10"

Min/Max Form Length: 3" to 99"

Adjustable Increments: 1/8", 1/6" and 1/2"

Paper Weight:
    Bond: 67 to 158 g/m2
    Card/Label Stock: up to 163 g/m2

Print Line Length: 3" to 8.25"

Media Type: Electrostatic laser quality 
paper and pressure sensitive laser labels

Media Handling: Optional power stacker

Power Stacker Paper Length: 9" to 14"

COMPATIBILITY

Standard Emulation: Line Printer Plus,
Epson Fx, Epson LQ, IBM Proprinter, ANSI 
3.64 enhanced, HP, and C.ITOH 1000

Optional Emulation: IGP/PGL, IGP/VGL,
PCL5*, and IPDS 3816

Standard Interfaces: RS232, RS422, and 
centronics

Optional Interfaces: Coax, Twinax, Token
Ring, and Ethernet

Windows Driver:
A special driver developped by SEDCO to 
enhance the printing speed in Arabic and 
Latin from Windows Applications

ARABIC FEATURES

Bilingual Operating Modes:
7-bit Arabic: with SWCs

with Balancing SWCs
with ESCs

8-bit Arabic: pure
with neutrals
with SWCs
with balancing SWCs
with ESCs

Code Pages:
ASMO 449,ASMO 499 plus, ASMO 708, 
ASMO 708 plus, ARCII, ASCII, EMULOG, 
AMEER, AL-ARABI, BEEHIVE, ZENTEC,
DEC/8/ASMO, IBM APC, IBM X-BASIC,
CODAR-UFD, ICL CODAR, ICL ASMO-
708, ICL Cross Range Minus, NCR 64, 
NCR 96, NCR ASMO-708, Data General,
HP Arabic-8, HP Enhanced, COMTERM 

341, COMTERM 348, COMTERM 541, 
ASMO-708/FRENCH-1, FRENCH-
1/ASMO 708, NAFITHA INT'L upper,
MUSSA'ED Alarabi/2, SAKHER upper,
ADOS-708, ADOS-709, ADOS-710/96, 
ADOS-710/128, ADOS-711, ADOS-864, 
Arabic Windows, WANG, SEDCO/ESPRIT,
Farsi, User Defined, and more.

Arabic Fonts:
NLQ Naskh, NLQ Kofi, NLQ Hadeeth, 
NLQ Haydar, NLQ Req'a, NLQ Asri, NLQ 
Naskh Bold, and NLQ Kofi Bold 

PHYSICAL & OPERATING FEATURES

Electrical Requirements Voltage: Auto-
ranging 120/230 

Input Freq. Range: 47 to 63 Hz power

Consumption (Printing/Standby): 800/42

Watts Compliance: Energy Star 

Environmental Conditions:

Temperature: 5  C to 35  C 

Humidity: 20% to 85%

Acoustic Noise: 53 dBA

Max Altitude: 7500 ft.

Dimensions (HxWxD)mm: 9.8" x 18.2" x 19.3"

Weight (Kg):
Printer: 27 
Stacker: 24.5

* Phoenix Page PCL5
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