
 

ULTIMA 50 
User’s Guide 



 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 

ULTIMA 50 
 

User’s Guide 



ULTIMA 50 – User’s Guide 
 

 
 
Copyright  © SEDCO 2003.  All Rights Reserved. 

 
You may not reproduce, transmit, transcribe, store in a 
retrieval system, or translate into any language or computer 
language, in any form or by any means, any part of this 
document without the express written permission of SEDCO. 

 
Trademarks All brand and product names are registered trademarks or 

trademarks of their respective companies. 
 

Disclaimer  SEDCO makes no representation or warranties regarding the 
contents of this document. We reserve the right to revise this 
document or make changes of the products described within it 
at any time without notice and without obligation to notify 
any person of such revision or change. 

 
Except as expressly provided above, the hardware and 
accompanying written materials (including this document) are 
provided "as is" without warranty of any kind, including the 
implied warranties of merchantability and fitness for a 
particular purpose, even if SEDCO has been advised of that 
purpose. In no event will SEDCO be liable for any direct, 
indirect, consequential or incidental damages arising out of 
the use of or inability to use such product even if SEDCO has 
been advised of the possibility of such damage. 
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About this Guide  

 

This Guide shows you how to control the bilingual features of your 
printer using the switch panel. It also covers control commands that 
affect the bilingual operations of your printer. 
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   INTRODUCTION 
 

Your bilingual dot matrix printer offers outstanding performance in 
terms of arabization features, speed, quality, and reliability.  It is 
intended for applications requiring Arabic and Latin high print 
quality under different arabization platforms. It supports many 
arabization mechanisms and many Arabic and Latin code sets. 

 

Bilingual Features 

The bilingual capabilities of your printer enable you to have 
printouts of both Arabic and Latin characters. Bilingual printing is 
done through an intelligent process called Arabization. The 
information necessary to understand, use, and control your printer 
for bilingual printing is covered in SEDCO Arabization Guide 
included in your printer package. 

 

Compatibility  

The ULTIMA 50 printer is compatible with BROTHER M-4318. 
The bilingual features and Arabic fonts are only available on the 
ULTIMA 50. We have included the M-4318 manual in your printer 
package. You may use the M-4318 manual for information on 
installation, operation, and care of your printer.  
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FEATURES 
This printer has the following standard features: 

Printing Method Dot matrix impact printing with 18-pin print head 
(9x2 pins) 

Printing 
Capability 

High speed draft pica: 800 characters per second 
(cps) 
Draft elite:  720 cps 
Draft pica:  600cps 
NLQ pica:  150 cps 

Buffer Capacity Total 96 KB (32 KB for input buffer) 
Ribbon Cassette 1/2" wide black fabric ribbon. 

1" wide black fabric and 1" wide color ribbon can 
be used with the color model only 

Color Printing Black, magenta, cyan, violet, yellow, orange, and 
green (color models only) 

Paper Handling Automatic paper loading. 
Continuous form paper loading with the push-
type tractor feeder. 
Automatic tear-off advance with the push tractor 
feeder. 
Paper parking with the push tractor feeder. 

Copy Capability One original + 5 copies (34 kg paper) 
Arabization 
Mechanisms 

7-Bit with SWCs, 8-Bit with SWCs, 7-Bit with 
ESC Sequences, 8-Bit Pure, and 8-Bit Neutrals. 

Emulation Mode EPSON FX-1050 and IBM Proprinter III XL 
Dual Interface Centronics Parallel and RS-232C Serial 
Operation Versatile operation with the switch panel and 

LCD display 
NLQ Fonts Roman, San Serif, Prestige, Brougham, OCR-B, 

OCR-A, Gothic, Quadro, and Anelia PS 
Bar Code Print Bar code 3 of 9, EAN 8, EAN 13, UPC A, and 

Interleaved 2 of 5 
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To enhance the capabilities, the following optional accessories are 
available:  

Auto cut sheet 
feeder 

Loads cut sheet paper or envelopes automatically. 
Two types of auto cut sheet feeders are available: 
1-bin type and 2-bin + envelope bin type 

"Pull-up" feed 
tractor 

For use with continuous form paper fed from the 
bottom paper path 
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THE FUNCTION MODE 
This section covers the switch panel menus and items that control the 
bilingual features of your printer. The entire bilingual features are 
listed under the ARABIZATION MENU in the FUNCTION mode. 
Refer to M-4318 User's Guide, page 2-6, for switch operation in the 
FUNCTION mode. 

The following is a summary of the basic operation procedure in the 
FUNCTION mode: 

1. Press the POWER switch to turn the printer on. 

2. Press the SEL switch to set the printer off-line (ON LINE 
lamp off). 

3. Press the FUNCTION switch to enter the FUNCTION 
mode. 

4. Press the MENU switch until the desired menu appears on 
the display. 

5. Press the ITEM switch until the desired menu appears on 
the display. 

6. Press the [6] or [5] switch until the desired setting 
appears on the display. 

7. Press the SET switch to make the setting effective. The 
setting is stored in the printer memory. The selected setting 
appears with an asterisk (*) on the display. 

8. If you want to change other settings, repeat steps 4 through 
7 until you finish all settings. 

9. Press the FUNCTION switch to exit from the FUNCTION 
mode to the NORMAL mode. 

10. Press the SEL switch to set the printer ON-LINE and work. 
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Arabization Menu 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

 
 ARABIZATION MENU PRINT SETUP 

ARABIZATION  

MAJOR MODE  

MECHANISM 

LEFT CODE SET 

Continue  

(*)  Indicates the factory 
setting. 
 
(‡) This code page will only 
appear when 8-BIT SWCs 
mechanism is selected.  

ENABLED  

HP SLAVE MODE  
DISABLED  

LATIN *  
ARABIC  

7-BIT SWCs *  

7-BIT ESC SEQ  

8-BIT PURE  

8-BIT NEUTRALS  

8-BIT SWCs  

ASCII* 
ASCII FRENCH A 
ASCII FRENCH B 
ASCII FRENCH CA Canadian 

DEC MCS 
DEC MCS mirror ‡ 
EMULOG 
IBM 437 
IBM 850 
IBM 860 
IBM 863 

IBM 865 
IBM XBASIC L (lower) 
ISO Latin -1 
ISO Latin-1 mr (mirror) 
USER DEFINED L (left) 

IBM 864 
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Arabization Menu ( Continue) 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

 ASMO-449 
ASMO-449/PLUS* 
ASMO-708 

ASMO-708/Fr-1 
ASMO-708/PLUS 
BEEHIVE 
CODAR-UFD 
COMTERM 341 
COMTERM 348 
COMTERM 541 
DATA GENERAL 

EMULOG 

FARSI 
French 1/ASMO 708 
HP Arabic- B 
HP Enhanced  

DEC/8/ASMO 

ARABIZATION MENU RIGHT CODE SET 

IBM APC 
IBM XBASIC U (Upper)
ICL ASMO - 708 

ICL CODAR 
ISCII 
NAFITHA Int. 
NCR-64 
NCR-96 
NCR/ASMO-708 

A-DOS 709 

SAKHR 
SEDCO (ESPRIT) 

WANG 
WINDOWS 
ZENTIC 
A-DOS 708 

USER DEFINED R (Right) 

Continue  
Continue  

(*)  Indicates the factory 
setting. 
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Arabization Menu ( Continue) 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

 

A-DOS 710/96 

A-DOS 710/128 
A-DOS 711 
A-DOS 720 
A-DOS 864 
AL-ARABI 
AMEER 
ARCII 

ARABIZATION MENU RIGHT CODE SET 

Continue  

Continue  

SWC BALANCING † 

SWC VISIBILITY † 

SWC TYPE †  

SAI CODE ††

** HEX

SLI CODE ††

** HEX

DISABLED * 

ENABLED  

(*)  Indicates the factory 
setting. 
 
(†) This menu item will only 
appear when 7/8-BIT SWCs 
mechanism is selected.  
 
(††) This menu item will 
only appear when 7/8-BIT 
SWCs mechanism is selected 
and the SWC TYPE is set to 
“User Defined”. 

DISABLED * 

ENABLED  

BUILT-IN * 

USER DEFINED 

21 HEX 

7D HEX * 

7E HEX 

21 HEX 

7B HEX * 

7E HEX 
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Arabization Menu ( Continue) 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

ARABIZATION MENU 

Continue  

EAI CODE ††

** HEX

(*)  Indicates the factory 
setting. 
 
(††) This menu item will 
only appear when 7/8-BIT 
SWCs mechanism is selected 
and the SWC TYPE is set to 
“User Defined”. 
 
(‡) This menu item will only 
appear when 8-BIT 
NEUTRALS mechanism is 
selected. 

21 HEX 
7B HEX * 

7E HEX 

NEUTRAL 
HANDLING‡        

2-Sided * 
1S Num-2S others 
1-Sided 

ELI CODE ††

** HEX
21 HEX 

7D HEX * 

7E HEX 

2-Sided/Lang. Sp 
(Language spaces) 

COLUMN HANDLING‡ 

NSP/BDG CLASS‡ 

INSERTION SLIDE 

NUMERIC SLIDE 

SCOPE OF LBCs LOCAL * 

GLOBAL 

GLOBAL 16 (Local after 
column 16 option is enabled)

DISABLED * 

ENABLED  

ARABIC * 

NEUTRAL 

ENABLED * 

DISABLED  

ENABLED * 

DISABLED  

LBCs: Line Boundary Charachters 
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Arabization Menu ( Continue) 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

 
ARABIZATION MENU 

Continue  

(*)  Indicates the factory 
setting. 
 
(†) This menu item will only 
appear when 7/8-BIT SWCs 
or 7-BIT with ESC 
Sequences mechanism is 
selected. 

INSERTION BREAK † 

CONTEXTUAL PROC 

UPPERCASE PRINT 

DISABLED * 

ENABLED  

ENABLED * 

DISABLED 

DISABLED * 

ENABLED  

NUMERAL’S SHAPE BILINGUAL HINDI * 
REVERSED HINDI 
ALL HINDI 
BILINGUAL FARSI 
ALL FARSI 
ARABIC 

1000 SEPARATORS DISABLED * 
COMMA 
WAW 

ARABIC COMMA 

{+-*/} OPERATORS NON-NUMERALS * 

NUMERALS 

NSP LINKS NO * 

YES  
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Arabization Menu ( Continue) 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

 

ARABIZATION MENU 

Continue  

(*)  Indicates the factory 
setting. 
 
(†) This menu will not 
appear if NFJ OPERATION 
is DISABLED 

NFJ OPERATION 

NFJ CODE †
** HEX

21 HEX 

7E HEX 
(When the NFJ code is not 
defined, the display shows a 
value of 00 HEX)

NFJ REPLC CODE †  
++ HEX

20 HEX * 

7E HEX  

HINDI TWO SHAPE NASKH * 

REQA’A 

DISABLED * 
SINGLE CHR MODE 

DOUBLE CHR MODE 

CURRENCY SYMBOL MIXED * 

RIAL 

DOLLAR 

HARD SPACE DISP IN PLACE * 

AFTER WORD  

WIDE CHR DISP VARIALBE TAIL * 

COMPRESSED TAIL 

LAM-ALEF LIGAT 2 CELLS * 

1 CELL  
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Arabization Menu ( Continue) 

Press MENU  Press ITEM Switch Press [6] or [5] 
and SET Switch  

 
ARABIZATION MENU 

(*)  Indicates the factory 
setting. 
 
(†) This menu item will only 
appear when 7/8-BIT SWCs 
mechanism is selected. 

LAM-ALEF EXPAND 

DIACRITICS VISIBLE * 

INVISIBLE 

DIAC POSITION FOLLOWING * 

ABOVE AND BELOW 

DIAC ENTRY AFTER LETTER * 

BEFORE LETTER 

SHADDA COMP DISABLED * 

ENABLED 

INSERTION LEVEL † ENABLED * 

DISABLED 

DISABLED * 

ENABLED  

ARABIC NLQ FONT NASKH * 
NASKH BOLD 
KOFI 
KOFI BOLD 
HADEETH 
REQA’A 

SI/SO HANDLING NORMAL * 
IGNORED 
SWCs 

GRAPHIC SEL. 

HAYDAR 
ASRI 
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PRINTING ARABIC SETTINGS 
 

You can obtain a printout of the settings of all the items in the 
ARABIZATION MENU by selecting directly the Print Setup item 
from the ARABIZATION MENU. 

In case your printer does not show the Print Setup item, you can print 
the Arabization settings by holding down the TOF switch and 
turning on the POWER switch. The printer starts printing and the 
display reads: “ARABIZATION SETUP”. Turn off the POWER 
switch when the printer stops printing. 
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ADDITIONAL CONTROL COMMANDS 
 

The following commands have been added to your printer: 

Save Arabization Settings 

Code ESC {i 
Dec 27 123 105 
Hex 1B 7B 69 

 
 
Epson 
IBM 

Saves current arabization settings in the printer’s memory. These 
settings are recalled each time you turn the printer on. The 
arabization control commands are described in SEDCO 
ARABIZATION GUIDE (included in your printer package). 
You may change the arabization settings from the switch panel 
by invoking the ARABIZATION MENU in the FUNCTION 
mode. If you use the switch panel to make changes in the 
arabization settings, the new settings will be automatically stored 
in the printer’s memory. 

 

 

Print Arabization Settings 

Code ESC {j 
Dec 27 123 106 
Hex 1B 7B 6A 

 
Epson 
IBM 

Prints the current arabization setting. 
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Select Arabic NLQ Font 

Code ESC {W 
Dec 27 127 87 
Hex 1B 7B 57 

 
Epson 
IBM 

Format: ESC { W n 
 
Selects the Arabic NLQ font as follows:  

 
 n = A: Naskh 

n = B: Naskh (bold) 
n = C: Kofi 
n = D: Kofi (Bold) 

n = E: Hadeeth 
n = G: Reqa’a 
n = H: Haydar 
n = I: Asri 

 


